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CLASSIC LIFT, %
s | e 4 three-stages arms are suitable for more
vehicles.

e Super Asymmetric arms allow loading different
vehicles in an asymmetric or symmetric
configuration.

* With standard features that include adjustable
height, direct drive, powder coat finish,




Classic 4000CH

® 9,000lb. capacity.
e Dual hydraulic direct-drive cylinders made on a high standard.

e Super Asymmetric arms allow loading different vehicles in an asymmetric or symmetric
configuration.

¢ 4 three-stages arms are suitable for more vehicles.
» 3/8" aircraft quality cable is used for synchronization.

¢ Single-point safety release, allow the technician to disengage both columns
simultaneously and Automatic arm restraints.

e Self-lubricating UHMW Polyethylene sliders and bronze bush.

e Clear-floor design, provide unobstructed floor use.

e Overhead safety shut-off device prevents vehicle damage.

e ¢Adjustable double screw lift pads are included with the Classic 4000CH.
e Standard adjustable heights accommodate varying ceiling heights.

e Standard door guards.

¢ Standard toe guards on lifting arms.

Warranty:

1 Year Warranty on electrical and hydraulics including Hoist Rams / 5-year structural
warranty.

Registered with Worksafe

If you are unsure of the integrity thickness of your concrete floor, We have extensions to
increase the column base surface area that is anchored to the floor



Classic 4000CH Specification

Model Classic 4000CH
Lifting Capacity

Lifting Time

Lifting Height

Overall Height

Overall Width
Drive-Thru Clearance
Width Between Columns
Minimum Pad Height
Gross Weight

Motor

Clearfloor Direct-drive
4.0T (9,000 Ibs)

57 Seconds
1815-2044mm
4231/4431mm
3428mm

2528mm

2850mm

90mm

722Kg (1,592lbs)

2.0/3.0HP



